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Gunnebo / Grabiq G-100

Chain type KLA 8+  Grade 8+

Carga Max. Peso
Trabajo J D mm. Aprox.
Cadigo Toneladas* (nom) P W1 Kgs.m
KLA 6-8+ 15 6 18 8 1.0
— ol KLA 8-8+ 2.5 8 24 11 1.7
KLA 10-8+ 4 10 30 14 2.6
KLA 13-8+ 6.5 13 39 18 4.5
KLA 16-8+ 10 16 48 22 6.6

=

Master Link, MF  For 1-, 2-, 3- and 4 leg slings, with C-grab and C-lok.

B Carga Max. for chain size, mm. Peso
Trabajo Aprox.
Codigo Toneladas*™  1-leg 2-leg 3-4 leg L B D Kgs.m
ol MF 86-8+ 2.5 6.8 6 > 120 70 14 0.4
MF 1310-8+ 7.5 13 10 8 160 95 221 1.5
MF 108-8+ 4.0 10 8 6 140 80 17 0.7
L MF 1613-8+ 10.0 16 13 10 190 110 25 2.2
MF 2016-8+ 17.0 = 16 13 240 140 34 5.1
MF 2220-8+ 25.0 - - 16 250 150 38 7.2

Master Link, MFX  Oversized, for 1- and 2-leg sling.

B Carga Max. for chain size, mm. Peso
Trabajo Aprox.
5) Cadigo Ton.* (0-45°) 1-leg 2-leg L B D Kgs.m

MFX 108-8+ 4.0 8.10 8 340 180 25 3.7

MFX 1310-8+ 6.5 13 10 340 180 28 4.7

MFX 1613-8+ 10.0 16 13 340 180 34 7.0

L MFX 1916-8+ 14.4 - 16 340 180 38 8.9

Master Link, MTX  Oversized, for 3- and 4-leg sling.

B Carga Max. for chain size Peso
D Trabajo mm. Aprox.
m Cédigo Ton.* (0-45°) 3-4-leg L B D | b d Kgs.m
MTX 8-8+ 5.2 8 340 180 28 160 95 22 6.2
MTX 10-8+ 8.4 10 340 180 34 200 120 30 10.5
L MTX 13-8+ 13.6 13 340 180 38 200 120 32 129
d MTX 16-8+ 21.0 16 340 180 45 - - - 137
I
|

Master girab, MG  All-in-one compact top link. Also reevable.

Carga Max. Peso

Trabajo Aprox.

H Coédigo Toneladas* L A B H Kgs.m

MG 6-8+ 1.5 145 85 60 15 0.5

A MG 8-8+ 25 171 95 60 18 1.0

L MG 10-8+ 4 211 115 75 22 1.8
— MG 13-8+ 6.5 261 138 90 26 3.5

MG 16-8+ 10 311 162 105 30 5.8

* Factor de Seguridad 4:1



Gunnebo / Grabiq G-100

Master Grab Duo, MGD  All-in-one compact top link for 2-leg slings.

B Carga Max. Peso
Trabajo Aprox.
Cadigo Toneladas™ L A B H Kgs.
H
MGD 6-8+ 2.1 144 90 60 17 0.7
MGD 8-8+ 3.5 171 100 75 21 1.4
A MGD 13-8+ 9.1 262 148 105 29 5.0
L MGD 10-8+ 5.6 211 124 90 24 2.5
_ MGD 16-8+ 14.0 309 175 120 35 8.9

C-Grab, CG  For use with master links and choke.

E Carga Max. Peso
Trabajo Aprox.

Cédigo Toneladas* L B E H Kgs.

H CG 6-8+ 15 80 11 24 19 0.3

CG 8-8+ 2.5 107 12 32 24 0.8

CG 10-8+ 4.0 134 15 40 29 1.5

CG 13-8+ 6.5 172 18 52 38 3.2

L CG 16-8+ 10.0 215 22 64 47 6.1

2

C-Grab Iguo, CGD  For use with master links.

Carga Max. Peso

Trabajo Aprox.

H Cadigo Toneladas* L B E H Kgs.

CGD 6-8+ 2.1 79 11 24 20 0.5

CGD 8-8+ 3.5 106 12 32 29 1.3

& L CGD 10-8+ 5.6 133 15 40 37 25
°® CGD 13-8+ 9.1 173 18 52 46 5.5
CGD 16-8+ 14.0 215 22 64 57 10.2

C-Lok, CL  For use with master links and choke.

E Carga Max. Peso
Trabajo Aprox.
Cadigo Toneladas* L B E H Kgs.
H CL 6-8+ 15 43 11 24 18 0.2
CL 8-8+ 2.5 59 12 32 24 0.5
CL 10-8+ 4.0 74 15 40 29 0.9
L CL 13-8+ 6.5 96 18 52 38 2.0
& CL 16-8+ 10.0 119 22 64 48 3.8
& L

C-Lok Duo, CLD  For use with master links.

Carga Max. Peso
E Trabajo Aprox.
Cédigo Toneladas* L B E H Kgs.
CLD 6-8+ 21 43 11 24 22 0.3
H CLD 8-8+ 3.5 57 12 32 29 0.8
CLD 10-8+ 5.6 71 15 40 37 15
CLD 13-8+ 9.1 93 18 52 46 3.2
\// L CLD 16-8+  14.0 115 25 64 57 6.0
2

* Factor de Seguridad 4:1
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Safety hook, BKG

Carga Max. Peso
Trabajo Aprox.
Caodigo Toneladas* L B G H Kgs.
b BKG 6-8+ 1.5 91 29 15 21 0.5
BKG 8-8+ 25 120 36 20 27 1.0
L BKG 10-8+ 4.0 142 44 25 33 1.8
BKG 13-8+ 6.5 178 54 32 40 3.1
— BKG 16-8+ 10.0 216 61 39 51 5.6
H
G
Sling hook, EGKN
N Carga Max. Peso
Trabajo Aprox.
Cadigo Toneladas* L B G H Kgs.
2 EGKN6-8+ 15 86 27 17 20 0.4
L EGKN 8-8+ 25 95 31 17 22 0.5
EGKN 10-8+ 4.0 121 41 23 30 1.0
EGKN 13-8+ 6.5 145 49 28 38 2.0
H
"
Roundsling Hook, RH
D Carga Max. Peso
M Trabajo Aprox.
Cadigo Toneladas* L B D G H M Kgs.
RH 1-8+ 1.0 116 24.0 35 84 73 8 0.4
RH 2-8+ 2.0 137 28.3 40 96 86 10 0.7
alL RH 3-8+ 3.0 168 33.6 47 117 108 12 1.4
V RH 5-8+ 5.0 222 43.3 73 155 131 16.5 3.2
H
Rotating Lifting Point, RLP
Carga Max. Peso
Trabajo Aprox.
B Cédigo Toneladas* L1/L2 M B D G H Kgs.
D RLP M8-8+ 0.3** 15/26 M8 42 12 35 60 0.3
RLP M10-8+ 0.5** 20/31 M10 42 12 34 60 0.3
G RLP M12-8+ 0.75** 19/40 m12 57 19 46.5 85 0.9
| H RLP M16-8+ 1.5** 24/50 m16 57 19 44 85 0.9
RLP M24-8+ 3.5** 37/77 m24 83 28 53 111 2.8
RLP M20-8+ 2.5** 32/67 M20 83 28 56 111 2.8
L RLP M30-8+ M30
T RLP M42-8+ i M42
M RLP M36-8+ i M36

RLP M48-8+ i M48
L1 standard. L2 can be supplied on special request
**The WLL of the RLP may be double in case of 1-leg applications provided only axial loading takes place, i.e. No bending force applied in the direction of the thread.

Working Load Limits (tonnes)

A The patented new design ofthe RLP makes
T /\ it suitable alsoin applications where a con-
ventional Lifting point wouldnot be fully

== T | T adequate. Intendedto be used as a Lifting
point, Lashing point or Towing attach-ment.

No. of legs 1 1 2 2 2 symmetric 3 and 4 symmetric . .
e Dismountable open D-ring. Enables
0° 90° 0° 90° 0-45° | 45-60° | 0-45° | 45-60° assembly of rounds-ling, master link, link
Load factor 1 2 1,4 1 2.1 1,5 or hook directly onto the RLP.

Product code: RLP-M 8-8+| 0,60 | 030 | 1,20 | 060 | 042 | 030 | 063 | 045 ag%’;gg;”}df’;ﬁsﬁfn %?febw% easy -
RLP-M10-8+| 1,00 | 050 | 200 | 100 | 070 | 050 | 105 | 075 | Srnanywiench

RLP-M12-8+| 1,50 | 0,75 | 300 | 150 | 100 | 075 | 160 | 113 | , . . .
RLP-M16-8+| 3,00 | 1,50 | 600 | 300 | 210 | 150 | 3,15 | 2,25 ALP can rotate 360° and articulate 180"
RLP-M20-8+| 500 | 250 | 10,00 | 500 | 350 | 250 | 525 | 375 | ;Forgedin Grade 8+ material permits

higher WLL
RLP-M24-8+| 7,00 | 350 | 1400 | 7,00 | 490 | 350 | 735 | 525 | tron.

* Factor de Seguridad 4:1
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Spare Parts

The C-connection set for CG, CGD, CL and CLD con-
sist of one solid blocking pin, one spring retaining
pin(for dismountable) and one spring type self-
retainingblocking pin (for permanent connection).

Code

CS/CP-6

CS/CP-8 (RH 1-8+ and RH 2-8+)
CS/CP-10 (RH 3-8+)

CS/CP-13

CS/CP-16 (RH 5-8+)

The clevis connections set consist of one special alloysteel
grade 8+ load pin and one spring retaining pin.Same
for all GrabiQ components.

Code
CLS-6
CLS-8
CLS-10
CLS-13
CLS-16

RDBK, spare part set for safety hook BKG.

RDEKN, spare part set for sling hook EGKN and RH.

Code Code
RDBK-6 RDEKN-6 (RH 1-8+)
RDBK-8 RDEKN-8 (RH 2-8+)
RDBK-10 RDEKN-10 (RH 3-8+)
RDBK-13 RDEKN-13 (RH 5-8+)
RDBK-16 RDEKN-16
Popular slings
MG1-BKG MG2-BKG TG3-BKG TG4-BKG MG1-Z BDGG
TG1-CL TG2-CG MG1-MG
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Sling type | 1-leg 2-leg 3- and 4-leg
! 45° ' 60° \/ﬁ/
)
1
i
) é )i
1
1
1,
45° 60°
max max R
1
1
b
v
Condition Straight 0-45° 45-60° Assymmetrical | Single point lift 0-45° 45-60° Assymmetrical | Single point lift
of use load load
Load factor 1 1.4 1 1 1 21 1.5 1 1
Chain size
6 15 2.1 15 1.5 15 3.1 2.2 1.5 15
8 25 35 25 25 25 5.2 3.7 25 25
10 4.0 5.6 4.0 4.0 4.0 8.4 6.0 4.0 4.0
13 6.5 9.1 6.5 6.5 6.5 13.6 9.7 6.5 6.5
16 10.0 14.0 10.0 10.0 10.0 21.0 15.0 10.0 10.0
Sling type | 1-leg Choke hitch Home pocket loop
2-leg 1-leg 2-leg 3-leg 4-leg
45° 45° 45°
max max max
45°! 60° |
max max
Note: "Max 30° — every in-loop topangle”
Condition Straight 0-45° 45-60° Assymmetrical | Single point lift 0-15° 0-45° 0-45° 0-45°
of use load
Load factor 0.8 1.1 0.8 0.8 0.8 1 1.4 21 2.1
Chain size
6 1.2 1.6 1.2 1.2 1.2 1.5 2.1 3.1 3.1
8 2.0 2.7 2.0 2.0 2.0 25 3.5 5.2 5.2
10 3.2 4.4 3.2 3.2 3.2 4.0 5.6 8.4 8.4
13 5.2 71 52 52 52 6.5 9.1 13.6 13.6
16 8.0 11.0 8.0 8.0 8.0 10.0 14.0 21.0 21.0
Sling type Basket slings Endless choke sling
Single 2-leg top assembly Double 4-leg assembly
45° 60° 45° 60°
max max max max
Condition 0-45° 45-60° 0-45° 45-60°
of use
Load factor 1.4 1.0 241 1.5 1.6
Chain size
6 2.1 1.5 3.1 2.2 24
8 3.5 2.5 5.2 3.7 4.0
10 5.6 4.0 8.4 6.0 6.4
13 9.1 6.5 13.6 9.7 10.4
16 14.0 10.0 21.0 15.0 16.0

* Factor de Seguridad 4:1






